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PERMISSIBLE EXPLOSIVES, MINING EQUIPMENT, AND APPA- 
RATUS, APPROVED PRIOR TO JANUARY 1, 1923. 


By S. P. Howe t, L. C. Itstey, D. J. PARKER, AND A. C. FreLpNER. 


BUREAU OF MINES PERMISSIBLE LISTS. 


As part of its work for the increase of safety in mining, the Bureau 
of Mines tests mining apparatus and explosives and approves as per- 
missible those that pass the tests. Lists of permissible equipment 
and supplies have been established for breathing apparatus, coal- 
cutting machines, electric drills, electric cap lamps, flame safety lamps, 
shot-firing units, storage-battery locomotives, and explosives. 

The ‘various schedules, stating the procedure and requirements 
under which these devices and supplies are tested and the fees 
charged, may be obtained by application to the Director, Bureau of 
Mines, Washington, D. C. A complete list of permissible mining 
equipment and explosives is published as a Technical Paper once 
during each calendar year. Additions to the active and inactive 
lists are published from time to time as Reports of Investigations. 


PERMISSIBLE EXPLOSIVES TESTED PRIOR TO JANUARY 1, 
1923. 


By Spencer P. Howe t, 
GENERAL STATEMENT. 


In the table following are the brand names of all explosives now 
considered as permissible explosives that were tested by the Bureau 
of Mines prior to January 1, 1923. 

Further information on permissible explosives may be found in 
other Bureau of Mines publications.!. The precautions to be observed 


1 Hall, Clarence, Permissible explosives tested prior to Jan. 1, 1912, and precautions to be taken in their 
use: Miner’s Circular 6, Bureau of Mines, 1912, 20 pp.; Fees for testing explosives: Schedule 17, Procedure 
for testing explosives for permissibility for use in gaseous and dusty coal mines, with test requirements, 
tolerance limits, and schedule of fees, Bureau of Mines, 1921, 12 pp.; Hall, Clarence, Snelling, W. O., and 
Howell, 8S. P., Investigations of explosives used in coal mines; Bull. 15, Bureau of Mines, 1911, 191 pp.; Hall, 
Clarence, and Howell, S. P., Tests of permissible explosives: Bull, 66, Bureau of Mines, 1913, 313 pp.; Munroe, 
C. E., and Hall, Clarence, A primer on explosives for coal miners: Bull. 17, Bureau of Mines, 1911, 61 pp.; 
Rutledge, J. J., and Hall, Clarence, The use of permissible explosives: Bull. 10, Bureau of Mines, 1912, 34 
pp.; Storm, C. G., The analysis of permissible explosives: Bull. 96, Bureau of Mines, 1916, 88 pp.; Rutledge, 
J. J., The use and misuse of explosives in coal mining: Miners’ Circular 7, Bureau of Mines, 1913, 52 pp.; 
Howell, S. P., and Tiffany, J. E., Methods for routine work in the explosives physical laboratory of the 
Bureau of Mines: Tech. Paper 186, Bureau of Mines, 1918, 63 pp.; Howell, 8. P., Ilsley, L. C., Parker, D, J., 
and Fieldner, A. C., Permissible explosives, mining equipment, and apparatus, approved prior to Mar. 
15, 1922: Tech. Paper 307, Bureau of Mines, 1922, 21 pp. 1 
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in the handling, storage, and use of permissible explosives are found 
in Miner’s Circular 6. The conditions to be fulfilled by applicants 
desiring explosives tested to determine their permissibility for use 
in coal mines are stated in Schedule 17. A description of the tests 
made, the apparatus used for such tests, and detailed results of tests 
of 100 permissible explosives are given in Bulletins 15 and 66. The 
storage, handling, and use of permissible explosives are discussed in 
Bulletins 10 and 17 and Miner’s Circular 7, and the methods used 
by the bureau in the analysis of permissible explosives and the tol- 
erances for permissible explosives as promulgated by the Bureau of 
Mines on July 1, 1915, are detailed in Bulletin 96. On November 
15, 1920, and February 26, 1921, and effective from these dates the 
Director of the Bureau of Mines promulgated certain changes in the 
rules and regulations governing the testing of permissible explosives, 
as recommended by the bureau’s committee on permissible explosives. 
The tolerances as now existing are given on pages 11, 12, and 13. 
These rules also provide for the transferring of permissible explosives 
from the active (published) list to the inactive (not published) list. 
Explosives will be placed on the inactive list at the request of the 
manufacturer or if they have not been manufactured during any 
calendar year. . 

A complete list of permissible explosives with pertinent data and 
full descriptive text will be published once during each calendar year. 
Additions to the active and inactive lists of permissible explosives 
will be published from time to time as Reports of Investigations. 

There were 151 explosives on the permissible list on March 15, 
1922.2, During the succeeding 94 months 24 explosives were added 
to the list and 21 explosives were dropped from the active permissible 
list and placed on the inactive list of permissible explosives. The 
present list takes the place of all preceding lists and includes a total 
of 154 explosives. 


DEFINITION OF A PERMISSIBLE EXPLOSIVE. 


A permissible explosive is an explosive which is similar in all 
respects to the sample which has passed certain tests prescribed by 
the Bureau of Mines to determine its safety for use in gaseous and 
dusty coal mines, and is permissible when used in accordance with 
the conditions prescribed by the bureau. 

While permissible explosives are designed especially for use in 
gaseous and dusty coal mines, they are suitable for use in other coal 
mines and for many other blasting operations. 


3 Howell, S. P., Isley, L.C., Parker, D. J., and Fieldner, A.C., Permissible explosives, mining equip- 
ment and apparatus, approved prior to March 15, 1922, Tech. Paper 307, Bureau of Mines, 1922, 21 pp. 
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EXPLOSIVES TESTED PRIOR TO JANUARY 1, 1923, 3 
PRESCRIBED CONDITIONS FOR USE OF PERMISSIBLE EXPLOSIVES. 


1. That the explosive is in all respects similar to the sample sub- 
mitted by the manufacturer for test. 

2. That detonators—preferably electric detonators—are used of 
not less efficiency than those prescribed, namely, those consisting by 
weight of 90 parts of mercury fulminate and 10 parts of potassium 
chlorate (or their equivalents). 

3. That the explosive, if frozen, shall be thoroughly thawed in a 
safe and suitable manner before use. 

4. That the quantity used for a shot does not exceed 14 pounds 
(680 grams), and that it is properly tamped with clay or other non- 
combustible stemming. 

After an explosive has passed the required tests and its brand 
name has been published in a list of permissible explosives, it is not a 
permissible explosive if one or more of any of the following condi- 
tions prevail: 

1. If kept in a moist place until it undergoes a change in character. 

2. If used in a frozen or partly frozen condition. 

3. If used in excess of 14 pounds (680 grams) per shot. 

4. If the diameter of the cartridge is less than that designated in 
the column ‘“‘smallest permissible diameter.” 

5. If fired with a detonator or electric detonator of less efficiency 
than that prescribed. 

6. If fired without stemming. 

7. If fired with combustible stemming. 

_8. If fired in the presence of a dangerous percentage of fire damp. 

Moreover, even when all of the prescribed conditions have been met, 
no explosive on the permissible list should necessarily be considered 
as being permanently a permissible explosive, for the bureau reserves 
the right, on fuller information concerning the conditions that lead 
to safety, to revise this list; but any permissible explosive when used 
under the prescribed conditions may properly continue to be con- 
sidered a permissible explosive until notice of its withdrawal or re- 
moval from the list has been officially published, or until its name is 
omitted from a later list published by the Bureau of Mines. 

After further experiments and conferences the Bureau of Mines 
may find it advisable to adopt additional and more severe tests to 
which all permissible explosives may be subjected, in the hope that 
through the use of such explosives only as pass the more severe tests 
the lives of miners may be better safeguarded. 


LIST OF PERMISSIBLE EXPLOSIVES. 


Subject to the conditions and provisions stated herein, the follow- 
ing explosives are classed as permissible explosives. 
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8 PERMISSIBLE MINING EQUIPMENT. 


CLASSES OF PERMISSIBLE EXPLOSIVES. 


In order that the user of explosives may be able the better to select 
an explosive to meet a specific requirement, the Bureau of Mines now 
classifies permissible explosives in two ways, as follows: (1) On the 
basis of the volume of poisonous gases produced by 14 pounds (680 
grams) of the explosive, and (2) on the basis of the characteristic 
ingredient of each explosive. 


VOLUME OF POISONOUS GASES, 


Most of the permissible explosives, even when properly and com- 
pletely detonated in a drill hole in a coal mine, produce poisonous 
gases, but they produce at the same time a much larger volume of 
nonpoisonous gases. In order that the poisonous gases may not 
under normal conditions become a menace to the lives or health of 
miners, no explosive is now or can become permissible if it evolves 
upon detonation more than 158 liters (54 cubic feet) of permanent 
poisonous gases, as determined by test in the Bichel pressure gage. 
Field tests of an explosive made under extreme conditions for the 
production of the greatest percentage of poisonous gases in the air 
show that in a narrow entry, with no ventilation at or near the 
face, a 14-pound charge of an explosive, which gave 158 liters of 
poisonous gas in gage tests, produced 0.18 per cent of carbon mon- 
oxide (the only poisonous gas present) in the air when the sample 
was taken two minutes after the shot. Another sample of the air 
taken two minutes later contained 0.08 per cent of carbon mon- 
oxide. It is therefore evident that where ventilation is not active, 
as in a closed heading, miners or shot firers should not return to 
the face until at least five minutes after a shot. At all working 
faces that are difficult to ventilate, explosives of class A or class B 
should be used, preferably those of class A. 

The classification on the basis of the volume of poisonous gases 
produced by 14 pounds (680 grams) of the explosive is as follows: 

Class A, those explosives from which the volume of poisonous 
gases produced is not more than 58 liters. 

Class B, those explosives from which the volume of poisonous 
gases is more than 58 liters but less than 106 liters, inclusive. 

Class C, those explosives in which the volume of poisonous gases 
is more than 106 liters but less than 158 liters, inclusive. 


CHARACTERISTIC INGREDIENTS, 

Explosives are classified in accordance with their characteristic 
ingredient as follows: 

Class 1, ammonium nitrate explosives.—To class 1 belong all the 
explosives in which the characteristic ingredient is ammonium nitrate. 
This class is divided into two subclasses. Subclass a includes every 
ammonium nitrate explosive that contains a sensitizer that is in itself 
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an explosive. Subclass } includes every ammonium nitrate explo- 
sive that contains a sensitizer that is not in itself an explosive. 
The ammonium nitrate explosives of subclass a consist principally 
of ammonium nitrate with small percentages of nitroglycerin, nitro- 
cellulose, or nitro-substitution compounds which are used as sensi- 
tizers. The ammonium nitrate explosives of subclass } consist prin- 
cipally of ammonium nitrate with small percentages of resinous matter 
or other nonexplosive substances used as sensitizers. 

Ammonium nitrate explosives when fresh and properly detonated 
are well adapted for use in mines that are not unusually wet. They 
are not suitable for use in wet mines, for if the contents of a cartridge 
of ammonium nitrate explosive is exposed for only a few hours to the 

.damp atmosphere the explosive may so deteriorate as to fail to 
detonate completely, because ammonium nitrate takes up moisture 
readily. The redipping of cartridges of ammonium nitrate explosives 
aids in protecting the contents against moisture, or moist air, and the 
cartridges should be so stored and handled as to preserve the eflicacy 
of the paraffinlike coating. The explosives should be obtained in a 
fresh condition and purchased in such quantities as will permit their 
prompt use. Experience at the Pittsburgh experiment station of 
the Bureau of Mines shows that ammonium nitrate explosives will 
usually detonate completely after storage for six months in a well- 
ventilated magazine. 

Class 2, hydrated explosives.—To class 2 belong all explosives in 
which salts containing water of crystallization are the characteristic 
ingredients. The explosives of this class are somewhat similar in 
composition to the ordinary low-grade dynamites, except that one or 
more salts containing water of crystallization are added to reduce the 
flame temperature. They are easily detonated, and most of them 
can be used successfully in damp working places. 

Class 3, organic nitrate explosives.—To elass 3 belong all the explo- 
sives in which the characteristic ingredient is an organic nitrate other 
than nitroglycerin. The permissible explosives now listed under 
class 3 are nitrostarch explosives. 

Class 4, nitroglycerin explosives.—To class 4 belong all the explo- 
sives in which the characteristic ingredient is nitroglycerin. These 
explosives contain free water or an excess of carbon, which is added 
to reduce the flame temperature. A few explosives of this class 
contain salts, or an unusually low percentage of nitroglycerin, that 
reduce the strength and shattering effect of the explosives on deto- 
nation. The nitroglycerin explosives have the advantages of deto- 
nating easily and of not being readily affected by moisture. 

Class &, ammonium perchlorate explosives.—To class 5 belong all 
explosives in which the characteristic ingredient is ammonium per- 
chlorate. 
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WEIGHT OF 1} BY 8 INCH CARTRIDGE. 


The size in which cartridges of permissible explosives are usually 
sold is 14 by 8 inches, and from the weight of a cartridge of this size 
as given in the table the number of cartridges required to make the 
680 grams (14 pounds) maximum permissible quantity of explosive 
in a shot may be readily determined. To illustrate, the first explosive 
on the accompanying list (Aetna coal powder A), like all the other 
explosives on the list, is permissible only when fired in charges not 
exceeding 680 grams (14 pounds). The maximum permissible 
weight shot (680 grams), divided by the weight of one 1} by 8 inch 
cartridge (184 grams of Aetna coal powder A), gives the maximum 
permissible number of cartridges of this size that may be used, 
3% (or 3.69) cartridges. : 


SMALLEST PERMISSIBLE DIAMETER. 


In order that the user may know readily the smallest diameter 
in which a given explosive is permissible, this information is given 
in the table. Should a manufacturer desire that an explosive be 
approved as permissible in a smaller diameter than that in which 
it is now permissible, he should make application for the necessary 


tests. 
UNIT DEFLECTIVE CHARGE. 


The unit deflective charge is that weight of an explosive in grams 
which gives the same swing on the ballistic pendulum as 227 grams 
(4 pound) of Pittsburgh Testing Station Standard 40 per cent straight 
nitroglycerin dynamite. 

The bureau requires that this unit deflective charge shall not 
exceed 454 grams (1 pound), as tests have shown that explosives 
. whose unit deflective charge exceeds 454 grams (1 pound) require 
more than 680 grams (14 pounds) in a single charge to satisfactorily 
blast down coal and when so used are not permissible. 

Many observers have expressed the opinion that the “ coal-getting”’ 
strength of permissible explosives is represented better by the results 
of this test than by the results of any other single test yet devised. 
The reader should note that the results do not take into considera- 
tion whether the coal when shot down is fine or coarse. 

In comparing the unit deflective charge of one explosive with that 
of another explosive a fine distinction should not be drawn, for it 
must be remembered that tolerance limits have been established for 
the results with the ballistic pendulum, as given on page 13, and 
these limits are designed to cover all reasonable variations of manu- 
facture, sampling, and chemical and physical determinations made. 
This principle applies to all the items of the chemical analysis as 
well as to the items of the physical tests. 
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EXPLOSIVES TESTED PRIOR TO JANUARY 1, 1923, 11 
RATE OF DETONATION. 


The table shows in feet per second and meters per second the rela- 
live velocity of detonation of each explosive. The adaptability of a 
permissible explosive to a particular coal-mining condition depends 
greatly on its rate of detonation. For certain work in which a 
shattering effect is desired, as in driving through or “‘bushing”’ 
rock, or in producing coal for coke making, the explosive reaction 
should be rapid, and for such work permissible explosives having a 
high rate of detonation should be selected. Similarly, for shooting 
’ down a soft, friable coal to produce lump or steam coal, @ permissible 
explosive should be selected that detonates slowly and hence gives 
a more prolonged pressure. For medium hard coal an explosive 
having an intermediate rate of detonation may be expected to be 
most suitable. 

Although these relations usually hold, they do not always, because 
coals differ in hardness and coal beds differ in the number and posi- 
tion of the joints, partings, and shale bands. Such facts have to 
be considered in selecting an explosive for mining coal. 

-\n explosive having a very low rate of detonation is not always 
the best for mining a friable coal much fractured, because some of 
its energy may be lost by its gases escaping through the fractures. 
Under such conditions an explosive having an intermediate rate pro- 
duces the most economical results. 


TOLERANCES FOR PERMISSIBLE EXPLOSIVES. 


The tolerances promulgated by the Bureau of Mines provide for 
reasonable limits of variation in the results of analyses and tests of 
field samples of permissible explosives. These tolerances as now 
existing and as stated below are quoted, except as amended Novem- 
ber 15, 1920, and February 26, 1921, from Bulletin 96, in which 
they were first published after having been established and made 
effective July 1, 1915. 

In order to define more exactly what is meant by the phrase 
“similar in all respects” in the definition of a permissible explosive, 
namely, ‘A permissible explosive is an explosive which is similar in 
all respects to the sample which has passed certain tests prescribed 
by the Bureau of Mines to determine its safety for use in gaseous and 
dusty coal mines, and when used in accordance with the conditions 
prescribed by the bureau,” the following tolerances are established 
for field samples or manufacturers’ samples of explosives, beyond 
which such lot of explosives can not vary and still be considered 
permissible for use in coal mines. 

Chemical analysis.—Moisture, to be fixed by a sliding scale from 
1} per cent at zero to 4 per cent at 10 per cent of moisture in original 
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sample, this tolerance being on total percentage of moisture in the 
explosive. 

Other ingredients (or their equivalents) i in quantities not exceeding 
60 per cent, according to curve shown in Figure 1, except that the 
chemical tolerance for carbonaceous combustible material i is changed 
to plus or minus 3 per cent regardless of the amount of carbonaceous 
combustible material reported as present. For ingredients in quan- 
tities of 60 per cent or more, the tolerance shall be plus or minus 3 
per cent: Provided, That the ingredients of a permissible explosive 
shall be considered to be those substances reported as found by the 
Bureau of Mines in the original sample of that explosive submitted * 
for test as to its permissibility: And further provided, That an equiv- 


PERCENTAGE OF 


TOTAL EXPLOSIVE. 


9 5 10 15 20 25 30 35 40 45 50 55 60 65 
QUANTITY OF CONSTITUENT, PER CENT, 


LIMIT OF VARIATION, 


Fraure 1.—Curve of limit variation in composition of permissible explosives. 


alent shall be considerd to be a substance which would not mate- 
rially alter the properties of the explosive and which would produce 
the same result as the original substance. 

For the purpose of applying the chemical tuerance for explosives 
containing ammonium nitrate, the commercial ammonium nitrate 
will be reported as the sum of the ammonium nitrate, the ammonium 
chloride and ammonium sulphate‘reported as present, and the toler- 
ance applied to this figure. The sum of the ammonium chloride and 
the ammonium sulphate will be reported separately in a note and the 
tolerance applied to their sum will be 4 per cent of the commercial 
ammonium nitrate reported as present in the basic sample. excent in 
those cases where the tolerance thus applied would be less than for a 
separate ingredient, ‘when the tolerances for ‘“‘other ingredients”’ 
would apply. 
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Products of combustion (determined by Bichel gage tests).—The 
volume of poisonous gases from 680 grams of the explosive, includ- 
ing its wrapper, must be less than 158 liters, except that in case the 
first test yields 158 liters or more poisonous gases per 680 grams of 
the explosive, including its wrapper, the average result of three tests 
agreeing within 5 per cent of each other shall be taken, and no 
explosive shall remain permissible when this average for poisonous 
gases exceeds the above standard limits. 

Physical tests.3—In making rate of detonation and unit deflective 
charge tests by the ballistic pendulum, the tests stop after obtaining 
three results within 5 per cent, or a total of six results. All the 
results within 10 per cent will be averaged. If there are two or more 
groups in which the results are within 10 per cent of each other, then 
all the results which are within any group will be averaged. 

The tolerances applied using the above rules are: 


Rate of detonation (the average of 3 to 6 trials within 10 per cent with Mettegang 
Recorder) plus or minus 15 per cent. 

Unit deflective charge determined by the ballistic pendulum as compared with the 
Pittsburgh Testing Station standard 40 per cent straight nitroglycerin dynamite (the 
average of 3 to 6 trials within 10 per cent with the ballistic pendulum), plus or minus 
10 per cent. 

Grams of wrapper per 100 grams of explosive, plus or minus 2.0 grams (average of 
four determinations): Provided, That the manufacturers shall submit samples of all 
different sizes of cartridges, to be considered as part of the original sample, the amount 
of wrapper to be determined for each size of sample: And provided further, That the 
tolerances as suggested shall be determined in comparison with the various diameters 
of samples as submitted with the original sample. 

Apparent specific gravity of cartridge, by sand, plus or minus 7.5 per cent (average 
of four determinations): Provided, That actual density shall be determined on car- 
tridges of the same diameter as the standard: And provided further, That manufacturer, 
shall be required to submit samples of all sizes. 

Gas and dust gallery No. 1.—No ignition must be obtained in each of one or more 
trials. Note: In the retesting of permissible explosives by tests 1 and 4, the charges 
of the explosives fired will be reduced 10 per cent in weight from the weights originally 
used in order to eliminate any likelihood of a failure being due to the natural variations 
in the gallery conditions. 

Pendulum friction test.—Each explosive must pass a test of 10 trials under the 
same conditions as originally tested, except that the height of fall of the wood-fiber 
shoe will be reduced by 10 per cent in order to eliminate any likelihood of a failure 
being due to the natural variations in test conditions. 


FIELD SAMPLES OF PERMISSIBLE EXPLOSIVES. 


The bureau will from time to time reexamine permissible explo- 
sives found in commercial shipments and in the field to determine 
how closely they conform to the samples upon which the permissi- 
bility tests were originally made, and the manufacturer will be noti- 


4 For method of making these tests see Howell, S. P., and Tiffany, J. E., Methods for routine work in 
the explosives physical laboratory of the Bureau of Mines: Tech. Paper 186, Bureau of Mines, 1918, 63 pp. 


Google 


14 PERMISSIBLE MINING EQUIPMENT, 


fied of the results of tests on all field samples. In order that this 
examination can be properly made, the tolerances as given above are 
applied in the manner stated below, according to the rules and regu- 
lations promulgated November 15, 1920, and February 26, 1921. 
These methods of applying the tolerances supersedé all previous 
methods. 

In the event that a field sample of a permissible explosive exceeds the tolerance 
for one or more items, the bureau will take the following action: 

(a) If the explosive exceeds the tolerance for any items of the chemical analysis, 
for grams of wrapper per 100 grams of explosive, for apparent specific gravity, for 
rate of detonation, or for unit deflective charge, the manufacturer only will be advised 
of the results, except that, should these results in the opinion of the explosives engineer 
indicate that the explosive is unsafe for use, then the operator or owner will be imme- 
diately warned, and further tests promptly inaugurated. 

(b) If the explosive exceeds the tolerance for gallery tests, pendulum friction test, 
or poisonous gases, the bureau will declare that particular lot of explosive not per- 
missible, and a copy of the notification to the consumer or owner will be furnished 
the manufacturer, the notification to state that the explosive did not meet the require- 
ment for gallery tests, pendulum friction test, or poisonous gases, as the case may be. 

The term “Lot of permissible explosives”’ as used in the tolerances 
promulgated by the director is defined as ‘‘all of that explosive in 
the magazine from which the sample is procured bearing identica} 
case markings.” 

When a given lot of explosive is declared not permissible and the 
owner and the manufacturer notified, the bureau does not attempt 
to fix responsibilities between owner and manufacturer. 

The usual causes of an explosive exceeding the tolerances for 
chemical analysis or physical tests are two: (1) It may not have been 
properly manufactured; (2) it may not have been properly stored. 
The manufacturer is responsible for (1) because the consumer has no 
control over the method of manufacture of the explosive, but the 
consumer or owner is responsible for (2) because the manufacturer has 
no control over the conditions of storage when the explosive has 
once passed from his ownership. 

The manufacturer should exercise due care that the quality of the 
raw materials, and the weighing and incorporating of them, is similar 
in all respects to that for the original sample of explosives submitted 
for tests, and that the explosive is fresh and in first-class condition 
when sold. The user should store explosives in well-ventilated 
magazines, at temperatures not exceeding 90° F. The boxes should 
be placed so that the cartridges lie horizontally, though the tops of 
the boxes may be up or down. ‘The explosives purchased first should 
be used first, and hence older explosives should not be stored under 
or behind a fresh consignment. It is well to purchase explosives in 
such quantities that they can be used promptly. 
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PERMISSIBLE MINING EQUIPMENT APPROVED PRIOR TO 
JANUARY 1, 1923. 


By L. C. Itstey. 
GENERAL STATEMENT. 


The active schedules for mining equipment at present are Schedule 
2B,* covering all classes of electrically operated mining machinery, 
such as coal-cutting machines, pumps, drills, and coal-loading ma- 
chines; Schedule 4A,‘ covering electric switches and junction boxes 
for use at the outer end of trailing cables; Schedule 6A, covering 
miners’ cap lamps; Schedule 7B,° covering flame safety lamps and 
methane detectors of the flame type; Schedule 8A,’ covering methane 
indicators; Schedule 9A,*° covering mine-type telephones; Schedule 
10A,° covering hand lamps, trip lamps, animal lamps, and rescue 
lamps; Schedule 12,!° covering single-shot plasting units; and Sched- 
ule 15," covering storage-battery locomotives. 

All approved equipment must be identified by a plate bearing the 
seal of the Department of the Interior, Bureau of Mines, and the 
number of the approval. Equipment that is not so identified is not 
considered as approved. Cooperation of the operator in maintaining 
the various lines of apparatus listed in a safe condition is earnestly 
solicited. 

A list of equipment approved and now available under each of 
these schedules follows: 


% Procedure for establishing a list of permissible electric motors: Schedule 2B, Bureau of Mines, 1921, 
ll pp. 

* Procedure for establishing a list of permissible electric switches and junction boxes for use at the outer 
end of trailing cables; fees, character of tests, and conditions under which tests and inspections will be 
made: Schedule 4A, Bureau of Mines, 1922, 5 pp. 

* Procedure for establishing a list of permissible portable electric mine lamps; fees, character of tests, 
and conditions under which lamps will be tested: Schedule 6A, Bureau of Mines, 1915, 13 pp. 

6 Procedure for establishing lists of permissible}flame safety lamps and methane detectors of the flame 
type; conditions under which tests will be made; requirements for approval; fees: Schedule 7B, Bureau of 
Mines, 1922, 6 pp. 

1 Procedure for establishing a list of permissible methane indicators: Schedule 8A, Bureau of Mines, 
1920, 9 pp. 

* Procedure for establishing a list of permissible telephones for use in coal mines: Schedule 9A, Bureau 
of Mines, 1922. 

® Procedure for establishing a list of permissible electric hand lamps, trip lamps, animal lamps, and 
rescue lamps for use in gaseous mines: Schedule 10A, Bureau of Mines, 1922, 9 pp. 

% Procedure for establishing a list of permissible single-shot firing units; character of tests, conditions 
under which units will be tested, and fees: Schedule 12, Bureau of Mines, 1919, 8 pp. 

u Procedure for establishing a list of permissible storage-battery locomotives for use in gaseous mines; 
character of tests, conditions under which storage-battery locomotives will be tested, and fees: Schedule 
15, Bureau of Mines, 1919, 10 pp. 


Google NVERSITY OF ILLINOIS 


PERMISSIBLE MINING EQUIPMENT. 


16 


: = 
Ww 
“SOUTYOBUL Jo SIOITNOVNUBUT JO i aiieadcabmoomsct uo poaosdde Ayaatye1U94 SajqeD o S 
Ed 
a | 
orf ee ieee: ae ete opreee-feree= sox! |reereseseeeserees opr eree[ee-tee A ee eee oprrscs|seeeeeeeeees opss=*|-s20295 op." vIit 22 
= lie ime emi A ose phe 2 a--=ggt [iecongeste ohare eed P Barapa [Teat32048 | CASEI OTAL | e261 '9t 990 | Ut a6 
709 OLqeT WHAO AM JETGNL, eddy PEON P55" SOX |-"-09 SoospseH UPATTY oar SE 
*00 8148 YP OITA\ XO[duayS)|** =" =°""* ~“xOahL | “oD 
OO BIT, OO 44 “eaqyasosiedng or ‘ON waeee sox [Pome tees Sesion op tee eelewe sees, Od 09% | I S 
‘09 Opa woA0.\ avngn,L |*--*--""~puooeing, | > 
*OD 148 7 erTA, Xopdunys} |-*=**"*=*" = = xOTKL | COOL 2 
"OD STM OTI0Y 7!" ~ “eopasesuodng? FI “ON oneuneng 0. OOT-08 | I =) 
"00 sHqBT ites ee “puooeng, 
eet OT1{WVIMOD XOILT, § ‘ON vee "00 | ce 
oq fs dayUBOWOO XOIL £ “ON eS “COI | se 
od = {tr 91yWENTOD XOILL F “ON : ox “C1 009 | oe 
“OG, || freecneccennnees cents prot ee. ae “a ore Ve 
oq fess 91170209 XOITL, £ ON ee aes Ee “a 008 | 08 
Od) ues ‘9]4jUB0T0O XEILY, Z “ON “C1 O1Z | of 
pat OR Ro eat ae fs ee, NR ASE “1 008 | 08 
*09 8148) F OMA Xoydunys |-**-~ DEyUEOMOD XOINL Z "ON “COZ | oF 
0) ORB) OMA KoHdurpG) [---- eee sessment Nelo enpO [ones ee treme eeergyen ee: s von | Ge 
“09 OITA OMIOY “09 
“OC OTM 79 [9018 WwTIOUTY}|""*==*7 Teens sae ArouTyoeyY wating [777-7 ** O*V 02 | of 
as 5c 008 | $e 
a evi dos Ve eceeclemoaees|aaraces Sa oe | of 
“Os fesecasereneeeseeeeestgpesteclesssepage feceeereccesseseeeg ys sceslosesese 5 -a 008 | SE 
‘od “770 "dl 08% | 98 
Be Opn ss|tereees 5 er 008 | Se 
709 81989 7 OM xo[dunyg |*"*-oFsyMBDTOD XOATT, € “ON |*""° "SOX |°°°*09 “SW UEUIPoOH |**7*7* O'd O1@ | se 
"0D 819% 2 OTA maul SO eee ewww ewww eee wena -"9°a 008 og 
“09 OTM OULOY “09 
0D OITA 7p [909g UBOLIOUTY) |*"=**==**e==s == Areuyqoeyy = ueagyng [****** oraoce | oe — |-Saruyurnea-yaoys |-----pepuory tao | Hier ‘e “3das 
“JOINJOVNUB ‘ed4y pus oz1g Fo . puv | zeaiod ‘bisa 
- *JOINJOVINULL Pil cong 4 -08104 “uoyjeoyddy 
} er 'S]]0A ‘083100 10}0 ~BIsep oUTyORIT 
po peaoidde £peAT}87}09} SeTquy v 


URBANA-CHAMPAIGN 


APPROVED PRIOR TO JANUARY 1, 1923. 17 


Permissible electric lamps approved under Schedules 6A and 10A prior to January 1, 1923.4 
Detailed Information on Lamp Characteristics. 


| ‘ { 1 
Average | | 


| at Mines , Date of candle- Weight | Number 
| of Mines | rate Oo. } eight um 
Name of manufacturer. “apt roval! approval. | Type of sam: ee of lamp. | of cells. 
| No | stream. 
———— [ — —— — 
Edison St Bat ee 24,1915 | oo | Pours 2 
orage Ba eb. 24,1915 | 4 
Wither bee I Miter Cov | 14, June 10,1916. $l 4.2 1 
Concordia Electric Co | 15 June 17,1916 ..... 288! 4.2 1 
Koehler Mfg. Co. (Inc. 17 Sept. 23,1919 Fy €2,01 48 2 
Concordia Electric Co. 1000 May 25/1922 ian “and tip .61 | 6.3 1 
| | 
| Kind of elee | Kind of battery | Kind of f battery 
Name of manufacturer. | Kind of plates. trolyte. | jar | casing. 
Edison Storage Battery Co..... ' Nickel-iron. ....... , Alkaline....; Sheet steel........) Armco metal.¢ 
Witherbee Igniter Co.d... | eee ; Acid ie las aluminum. 
Concordia Electric Co.. sats naasesiateuseees ° eel, 
Koehler Mfg. Co. (Inc.)¢.......)....- GO stisteax onus .do. No outer casing. 
Concordia Electric Co.......... | Cylindrical lead... Acid paste. .| Steel with sheet- | Do. 
' 4 lead lining. | 
Name of manufacturer. Type of lock. Kind of cord armor. Kind of reflector. 


Edison Storage Battery Co. i lock, operated by | Double spiral spring. .| ‘ Clean-ezy’”’” aluminum 
ey. 


finish. 
Witherbee Igniter Co. 6.....|..... 05-6595 Shes ae aocetalesaes Co Eye ert Pere dak alumunum fin- 
| ish, 
Concordia Electric Co....... Magnetic lock........... | Flexible metallic tube | “Clean-ezy” aluminum 
| reinforced by spiral finish. 
‘spring. 
Koehler Mfg. Co. (Inc.)¢....| Machine screw counter- | No armor; bell-mouth Do. 
mek requiring special | Se to battery 
tool. { ar. 
Concordia Electric Co....... Magnetic lock........... , No cord used ........ None. 
Seas eaten ae salhcey : ai |Com i ie , f bal a va ~ my 
manufacture ulb sym ompanies that manufacture} Cord symbol numbers an 
Name of a No. approved bulbs. the cord manufacturers. 
Edison Storage Battery | BM-10.......... National Lamp Works of | CD-17 (John A. Roebling’s 
Co. | General Electric Co.; Edi- Sons Co.); CD-_46 (John A. 
son Lamp Works of Gen- Roebling’s Sons Co.); 
| eral Electric Co.; West- | CD-49 (Tirex cord, Sim- 
'  Inghouse Lamp Cos Mini- plex Wire & Cable Co. ). 
| fone Incandescent ‘Lamp | 
P | Jorp. | 
Witherbee Igniter Co. 6...| BM-14.......... , Edison Lamp Works of | CD-43 (John A. Roebling’s 
| General Electric Co. | _ Sons Co.). 
Concordia Electric Co.....) BM-15.......... National Lamp Works of | CD-17 (John A. Roebling’s 
, __ General Electric Co, Sons Co Takis 
Koehler Mfg. Co. (Inc.)e..! BM-17.......... | National Lamp Works of | CD-31 (John A. Roebling’s 
| General Electric Co.; Edi- | Sons Co.). 
' son Lamp Works of Gen- } 
eral Electric Co, 
Concordia Electric Co..... Cae oi. $500, | vencotais Elektrizitaets A. | No cord used. 


Ba | 
a The table includes only those approved lamps which are being actively marketed or are readily ob- 
tainable. 

> Trade name, “‘ Wico” lamp. 

¢ Trade name, ‘ Wheat”’ lamp. 

4 In addition (o Armco metal, approval has been granted for the use of three other metals, namely, Monel 
metal, Toncan metal, and nickel. 

e Spherical cand lepow er. 
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Permissible flame safety lamps approved under Schedule 7A prior to January 1, 1923.9 
Detailed Information on Lamp Characteristics. 


ed be Date of Fuel used. Shape of Material 


Name of manufacturer. approval. 


ns MifgsOo. (Ine,)) ssa005005 000% 201 Aug. 21,1915 | Gasoline....; Flat ...... Steel. 
201A | July 2971918 |... 0s ses] Round...... Do. 
203 Feb. 71919 eeas dos.s.,5| Flat, .5..5.' Alumi- 
| num. 
Wend dae aeRSWS sandesanesaesaeas 203A |....-do. HaceusGOncacen Round...... Do. 
wall Gately Lamp Co. of America| 204 | July 18, 192i '|1227 d05c20 07 tains do.....:| Chiefly 
(Inc.). | | |” brass. 
Gauzes Mean 
Weight 
Name of manufacturer. oflamp |—— ————> mee ot Bare 
empty. | Baurs: 
Number.’ Kind, power. 
| Pounds. | 
Koehler Mfg. Co. (Inc.) Ve gag 2 Steel... 23| 0.429 
beh ‘ 3.34 | 2 |...d0....) 28 | .351 
Bo. 2. 40 2 |...do....| 28 -429 
dak Shldies de sakes Sema han Momsatena st esonaee pack 2.38 | 2 |...do....4 28 | -351 
Woll’ Satety Lamp Co. of America (Inc.)..........-.- | 3.34 a Ce 30 | 334 
| | 
Name of manufacturer. Kand of igniter. Igniter points. Glass. 


Koehler Mfg. Co. (Inc.)...! Poets ah in- | Zinc-cerium-copper alloy; Macbeth No. 2100 high 
| ternal getter speed. 
Do.. sie adacEOsane 
Do... 


@ Table includes only those approved lamps that are being actively marketed. 
PERMISSIBLE METHANE INDICATORS. 


Under Schedule 8A, Approval No. 800 has been issued covering 
the Burrell methane indicator, manufactured by the Mine Safety 
Appliances Co., Pittsburgh, Pa. 


PERMISSIBLE SINGLE-SHOT BLASTING UNITS. 


In accordance with Schedule 12, the following single-shot blasting 
units have been approved by the Bureau of Mines. 

ArprovaL No. 1200.—Covering a single-shot storage-battery unit 
manufactured by the Mine Safety Appliances Co., Pittsburgh, Pa. 

ApprovaL No. 1201.—Covering a single-shot magneto unit manu- 
factured by the Davis Instrument Co., Baltimore, Md. 
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Permissible storage-battery locomotives approved under Schedule 15 prior to January 
1, 1928. 
am 7 
| roval Date of a; mn of equi =e 
Name of manufacturer. /Appro poral Teeetion 6 equlp- weight of| Service. 
, | ss | tive. | 
—— = ee | i 
14,1921 | E. S. B., flame proof.... 6-7 | Gathering. 
J 1} 1921 B.D. M.rclass 40 | 6-7 Do. 
(Form H & M). | 
13,1922 | Flame-proof ‘ Hercules” 6-7 Do. 
| 2 Extension 
| of original 
Name of manufacturer. | Make of battery. Size and type of battery. = of a 
| additional 
batteries. 
Geo. D. Whitcomb Co...., Edison; Gould...... G14 and A-10; L-149, 80and 96; 48..| June 9,1921 
Jeffrey Mig. Co........... | Edison, and Iron- | A-8 and A-12; M.V., 21 | 80and 88; 48.., Dec. 8, 1922 
e. 
Mancha Storage Battery | Philadel Goul . M. L., 33 plates; | 48; 48; 48. .... 
Locomotive Co. | ged Tenatad sci, 1-14), s3plates, M.V., = 


Original from 
UNIVERSITY OF ILLINOIS AT 
URBANA-CHAMPAIGN 


Digitized by Google 
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APPROVED MINE RESCUE BREATHING-APPARATUS. 
By D. J. Parker. 


The Gibbs mine rescue breathing-apparatus, manufactured by 
the Mine Safety Appliances Co., 909 Chamber:of Commerce Building, 
Pittsburgh, Pa., and the Paul mine rescue breathing-apparatus, 
manufactured by the American Atmos Co., Wilkinsburg Station, 
Pittsburgh, Pa., were approved January 15, 1920, as permissible for 
use in irrespirable and poisonous gases in accordance with Schedule 
13. Approval numbers 1300 and 1301 were assigned to the Gibbs 
and Paul apparatus, respectively. 

Approvals of each apparatus were made contingent upon certain 
modifications which had been incorporated in the apparatus as 
tested at the bureau. 

Approva. No. 1300.—The Gibbs apparatus modifications are: 

1. Regenerator.—Bafile plate is placed in regenerator so as to form 
a partial partition, as shown in drawing D 254 of December 4, 1919. 

2. Reducing valve.—Lug is attached on valve-arm steel to prevent 
knife edges from going over dead center, as shown in drawing B 541 
of November 5, 1919. 

3. Reducing valve.—A square head and square socket lock is made 
on screw connected to bellows, as per drawing D 541 of November 5, 
1919. 

4. Reducing valve.—A lock is placed on adjusting screw, as per 
drawing B 541 of November 5, 1919. 

5. Pressure-gage closing valve is made a needle-point closing valve, 
as shown on drawing B 541 of November 5, 1919. 

ApprovaL No. 1301.—The Paul apparatus modifications are: 

1. Closing valve lock.—A chain fastened to the metal frame of the 
apparatus connects to eyelet on wheel of closing-valve stem only 
when valve is open. 

2. Safety valve in saliva trap.—A supplemental mica-disk valve is 
placed in saliva trap in such manner that it is open at all times during 
exhalation and closes during inhalation. This is for the purpose of 
preventing drawing in of air from the outside atmosphere. 

3. Pressure gage.—Dial of pressure gage is graduated in divisions 
of 25 atmospheres, with figures and markings that are clearly legible. 

4. Pressure-gage valve.—Pressure-gage valve is placed in proximity 
to closing valve in such manner that it can be readily manipulated 
by wearer. 

5. Regenerator.—Air courses through regenerating material are 
enlarged and metal partition in back of canister is eliminated. 

6. Breathing bag.—Adjustment of closing of automatic valve in 
breathing bag is so made that undue resistance on account of excess 
pressure in bag upon exhalation is eliminated. 
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With both apparatus formal recommendation is made that by-pass 
valve and connection, as placed on the apparatus tested by the 
bureau, be made a part of all these apparatus manufactured in the 
future. It is believed that very shortly all Gibbs and Paul apparatus 
will have such by-pass, and it will be the bureau’s policy to equip 
all its apparatus with by-pass valve and connections as soon as time 
permits. 

Both approvals cover only apparatus identical in construction 
and material with the full-size working models of each retained at 
Pittsburgh station for reference. 

Steps are being taken by other manufacturers of breathing appa- 
ratus toward the testing of their apparatus by the bureau in accord- 
ance with Schedule 13. 


REGENERATORS. 


The M. S. A. refillable regenerator for use with the Gibbs self- 
contained mine rescue breathing-apparatus has been approved as 
permissible for use in irrespirable and poisonous gases in accordance 
with Schedule 13, subject to the following provisions: 

1. The regenerator shall be considered to have the bureau’s approval 
only when identical in all respects with the full-size working mode] 
retained at the Bureau of Mines experiment station, Pittsburgh, Pa., 
and only when used with that particular type of Gibbs self-contained 
mine rescue breathing-apparatus approved by the bureau. The regen- 
erator shall correspond in all respects to drawing M. S. A. No. 1, 
dated January 10, 1920. ; 

2. Regenerating material or ‘“cardoxide’’ used in this refillable 
regenerator shall be identical in all respects with the regenerating 
material furnished by the Mine Safety Appliances Co., Pittsburgh, 
Pa., and used in the series of tests to which the regenerator was 
subjected. 

3. Four pounds of this regenerating material shall be used in regen- 
erator. This shall be divided so that approximately 2 pounds are 
placed in each of the two compartments of the regenerator. 

The M. S. A. refillable regenerator for use with the Paul self-con- 
tained mine rescue breathing-apparatus has been approved as per- 
missible for use in irrespirable and poisonous gase8 in accordance 
with Schedule 13, subject to the following provisions: 

1. Regenerator shall be considered to have the bureau’s approval 
only when identical in all respects with the full-size working model 
retained at the Bureau of Mines experiment station, Pittsburgh, Pa., 
and only when used with that particular type of Paul self-contained 
mine rescue breathing-apparatus approved by the United States 
Bureau of Mines. Regenerator shall correspond in all respects to 
drawing M.S. A. No. 65-C, dated May 27, 1921. 
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2. Regenerating material or “cardoxide” used in this refillable 
regenerator shall be identical in all respects to the regenerating 
material furnished by the Mine Safety Appliances Co., Pittsburgh, 
Pa., and used in the series of tests to which the regenerator was 
subjected. 

3. Four pounds of this regenerating material shall be used in 
regenerator. 

4. Under no circumstances shall the fully charged Paul apparatus 
weigh over 40 pounds when equipped with this refillable regenerator 
containing 4 pounds of cardoxide. 

Each refillable regenerator shall bear a Bureau of Mines approval 
plate of size approximately 4} by 1} inches. 


PERMISSIBLE GAS MASK APPROVED PRIOR TO MARCH 15, 1922. 
By A. C. FreELDNER. 


Schedule 14,” covering gas masks (other than carbon monoxide gas- 
masks which have been recently developed), has had one approval 
issued in accordance with its specifications. This was granted to 
the Mine Safety Appliances Co., Chamber of Commerce Building, 
Pittsburgh, Pa., to cover the Burrell ammonia mask that passed all 
tests as required. Approval is granted for safety, practicability, 
and efficiency in concentrations not exceeding 3 per cent of ammonia 
in air. A wearer of the mask will not enter atmospheres exceeding 
this concentration, because even 2 per cent of ammonia has a biting 
action on the skin that soon becomes intolerable. 

Approved masks are identified by a plate on the haversack or 
mask case bearing the seal of the Bureau of Mines, a statement of 
the approval, and the approval number, 1401. The separate 
approved canisters are identified by a paper label bearing the seal 
and statement similar to the foregoing, and the statement that the 
separate canisters are approved for use only with the B. M. 1401 
gas masks. Approved face pieces are of the Tissot type that allow 
breathing through the nose; they are identified by a stenciled or 
embossed mark, B. M. 1401. 

On July 1, 1922, arrangements were completed with the Under- 
writers Laboratories of Chicago, Ill., whereby it has taken over 
the approval of gas masks for industrial use, in accordance with 
the tests and specifications of Schedule 14, and this work has been 
discontinued by the Bureau of Mines. : 

Manufacturers desiring to submit gas masks for approval should 
send their application to ‘The Underwriters Laboratories, 207 East 
Ohio St., Chicago, Ill.” 


1 Schedule 14, Procedure for establishing a list of permissible gas masks: Bureau of Mines, August, 1919. 
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